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Pay Limits, cattle guard
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50 x 150 x 2100 mm
treated timber (S4S)
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aluminum tubing -
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Weld 12 mm
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ANGLE IRON WING GUARD

150 x 150 x 2400 mm treated tImber

See Detall F post (S4S) or approved alternate
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8 mm dia. holes at
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ASCE 40 TYPE | TYPE || In vertical leg only.
CRANE RAIL Fleld saw cut vertical after fabrication.

for crown,

ACCEPTABLE ALTERNATE RAIL

-175 x 200 x 9.5
mm elastomeric
bearing pad under
W 200 x 27. Bond
pad to concrete
(typ.)

% 305 mm for ASCE 40 rall
290 mm for Type | & Il rail

leg only to provide

GUARD ANGLE DETAIL
(4 required per cattle guard)

Space WIZ anchors at 300 mm
centers alternating 150 mm leg
and 200 leg anchors. Weld to
angle with full penetration butt
weld. Galvanize each assembly

Mio x 150 mm hex 2
bolt w/flat washer oo sage Mook,
and nut (2 each/base 14 threaded w/nut

plate) and flat washer
Base plate

250 x 125
x 6.4 mm

ALUMINUW TUBING WING GUARD o scae

NOTE:

1.
2.

3.

4.

5.

. Install drain pipe as shown where required. Drain

. Unless otherwise shown In the speclal contract

. Install channels and wood blocking on cattle guards

STATE

e s

Dimensions not labeled are in millimeters.
LOADING: AASHTO MsI8.

CONCRETE: Chamfer exposed edges 20 mm unless
otherwise shown. GIve all concrete surfaces a
Class | finlsh.

STRUCTURAL STEEL: Ralls conform to the
requirements for ASCE 40 crane rail. Structural
steel for alternate sectlons conforms to ASTI

A 500, Grade B, Copper Stesl or ASTM A 618, Grade
2. If the steel does not contaln a minlmum of

0.2 percent copper, galvanize the alternate sectlons.
All other structural steel conforms to AASHTO

W 183 and Is palnted.

The minlmum concrete cover to the face of any bar
Is 50 mm unless otherwise shown. All bars are */3.

All welds are continuous 6 mm fillet shop welds.
Weld rail or alternate sections on both sides to the
W 200 x 27 beams at each Intersection. All welding
conforms to Sectlon 555.

Use aluminum alloy 606/-T6 or 6063-T6 for
aluminum tubing.

All timber conforms to AASHTO M 168, and Is
treated with chromated copper arsenate according
to AASHTO M 133.

Galvanize all hardware according to AASHTO M Il

Construct the cattle guard to conform with the
finlshed roadway grade and template.

Place one object marker at each corner of the
cattle guard as shown. Mount object markers

on 100 x /00 x 1950 mm posts with the reflector
located 1050 mm above the elevation of the
lateral support concrete,

pipe Is Included in cattle guard unless otherwise
shown.

requirements, shop apply paint system 2 according
to Section 555 and color the top coat according to
Federal Standard 595B, Gray, 3623l. Repalr any
damage to the palnt system during Installation.

wider than 4.8 m to maintain grate spacing
as shown on Standard WeI9-2.

See Standard M6/9-3 for optlonal precast
foundatlon detalls.
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